MarineLine®, 5,000'den fazla kimyasali tasimak gibi egsiz
bir yetenedi vardir. Bunlar arasinda, biitiin IBC cesitleri,
tehlikeli kimyasallar, yenebilir yaglar, yagli asitler, siyah yag
Urlinleri ve biyodizel yakitlar bulunmaktadir.

MarineLine® disinda hicbir kaplama bu seviyede ¢cok
yonlilik ve esneklik, yliki kolayca ve gerektiginde

degistirilmesini saglamamaktadir.

Performans ge¢misimiz essiz basarilarla doludur:

ACN Toluene

Benzene Anilin

Nitro Benzene Stiper Fosforik Asit
Fosforik Asit IPA

Kostik Soda Etanol

MEG N-Butanol

Etil Benzen Nitro Benzen
Epiklorohidrin Metilen Klortr
Sulfurik Asit EDC

Metanol Sodyum Hipoklorit
Formaldehit Propilen Oksit
Asetik Asit Diger

Bitin bu kimyasallarin servisinden sonra kilit faktor mi?
Limandan limana tran safigi!

MarinellNE ’ PRODUCT PURITY OF Rurity - Purity

fore  After

10 DIFFERENT CARGOS TESTED BEFORE -
AND AFTER 30 DAY IMMERSION (Purity Measured

t0 0.001PPM)

Percentage

il

50% 80 Ethylene Premium
Phosphonc Dichloride Gasoline Styrene
Acid 50% Aqd 96% (EDC)  Virgin Acrylon-
Caustic Sulphunc Naptha itrile Palm Oil
Acid Acid

PRODUCT TESTED

DNV, Verwey laboratuarlar ve diger bagimsiz laboratuarlar tarafindan tasdiklenen ya da yapilan testler.
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